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PRODUCT DESCRIPTION

The WiBee is a compact access control device combining WiFi, Bluetooth, and remote control connectivity for flexible 
gate and door management. It allows control via the PalGate app or web portal with multiple access methods. With user 
management, automation features, and scalable expansion, it provides a smart and reliable access control solution. It 
supports real-time notifications and flexible access permissions for improved control. Its compact design and easy 
installation make it suitable for both residential and commercial use. With reliable connectivity and smart integration, it 
ensures seamless and efficient daily operation.

LEDs KEY

WiFi Network LED
Fast Flashing: System is booting
When the LED is steadily on, it indicates that the unit is on 
and ready to connect to Wi-Fi .

WiFi Signal Strength Indicator
LED #1 ON: Low signal
LED #1 and #2 ON: Good signal
LED #1, #2, and #3 ON: Very good signal

KEY BENEFITS

• Secure Remote Access – Full control of the unit from anywhere, at any time while connected to WiFi.
• Proximity-Based-Access – “Nearby Only” feature restricts operation to users within physical range of the unit.
• Smart Automatic opening – Seamless gate activation upon arrival. (Requires PalGate App connection to the vehicle’s 

multimedia system via Bluethooth).
• Compact Size - The unit has a small footprint, measuring just 80X53 mm.
• Dual management Platform – Full system control via the intuitive PalGate App and user-friendly web portal. *
• LED Status Indicator – Four integrated LEDs provide clear feedback on power, connection status, and signal strength.
• User Control– Define multiple administrators and authorized users for tailored access permissions.
• Real time Alerts – Instant updates via email or push notification directly to the PalGate App or Email while the unit 

has an active WiFi connection.
• Voice Assistant - Hand-free operation compatible with Siri or Google Assistant.
• Advanced Scheduling– Ability to set timers, events, astronomic clocks and more. **
• User Management - Easily import and export data using Excel. *
• Adjustable Relay Pulse – Programmable pulse width.

2.4 GHz Antenna 
(WiFi & Bluetooth)

433 MHz Antenna
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SPECIFICATIONS

TYPICAL WIRING CONNECTION TO 
AN ELECTRONIC LOCK

Supply Voltage Range:
Average Standby current consumption: 
Relay Contact Current Rating: 
Antenna: 
Temperature Range: 
Exterior Dimensions: 
Net Weight: 

Frequency Bands:
 

12-24VDC
~40mA
1A, 30V AC/DC (Resistive)
50Ω SMA Antenna interface
-20°C to +70°C (-4°F to +158°F)
53mm x 80 mm (2.09 in. x 3.15 in)
87 gr (3.07 ounces)

IEEE 802.11b/g/n (2.4 GHz WiFi)
and Bluetooth® 5 (LE)

TYPICAL WIRING 
CONNECTION TO A GATE
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SYSTEM SETTINGS USING THE PALGATE APP

You may download our App from either the Apple App Store or from Google Play bysearching for the name “PalGate”. If 
you prefer, you can access a direct link by scanning the QR codes below:

THE PALGATE APP INSTALLATION PROCESS

NEW DEVICE SETUP
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IMPORTANT INFORMATION FOR OPTIMAL OPERATION

01 Installation: If the device will be installed in a metal cabinet, the installer must connect anexternal antenna to the 
device that will reach the outside of the cabinet

02 Power Requirements: The unit requires a stable power source of 12Vdc/1A

03 Environment: Protect the unit from excessive humidity and prevent insect infiltration

05 Maintenance: Any maintenance or repairs should only be conducted by authorized installers

* Optional feature. Payment may apply

04 Network Compatibility: The Spider Systems unit operates using 4G and Bluetooth technology. For optimal 
performance, prior to installation ensure the availability of acceptable4G signal strength in the installation area. Pal 
Electronics Systems Ltd. is not responsible forthe quality of cellular network coverage. It is the installer’s/user's 
responsibility to ensure adequate 4G reception in the area

ADD A NEW USER


