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PALGATE CONDITIONER
PAL-COND-CONVERTOR12

PRODUCT SPECIFICATIONS

The PAL-COND-CONVERTOR12 is a compact and efficient power 
conditioner designed to convert and stabilise 24V input to a clean 12VDC 
output. It ensures reliable performance by filtering unstable or fluctuating 
power sources. With high conversion efficiency, it delivers consistent 
power for sensitive access control devices.

Device Type AC/DC Power Conditioner 

Input Voltage Range 15–26VAC / 15–40VDC

Output Voltage 12VDC

Output Current 2 Amps

Conversion Efficiency Up to 95%

Operating Temperature -40°C to +80°C

Dimensions 46 × 32 × 18 mm
SYSTEM CAPABILITIES

Application Use Gates, intercoms, electric locks, CCTV, 
door controllers

Compatibility Works with AC or DC input sources

Protection Features Reverse polarity, over-current/ 
temperature, circuit protection

FEATURES & MANAGEMENT

Voltage Conditioning YES

Waterproof Rating IP68

Cooling Method Free air convection

Power Stabilisation YES

RELAY & SWITCH

Output Type Single DC Output

Voltage Stability Function YES

HIGH EFFICIENCY

Up to 95% conversion 
efficiency.

VOLTAGE CONDITIONING

Filters unstable or fluctuating 
power sources.

PROTECTION

Built-in protection against 
over-current, overheating, 
and reverse polarity.

STABLE OUTPUT

Provides clean and stable 
12VDC output for sensitive 
devices.

EASY INSTALLATION

Compact size with simple 
wiring for quick setup.

WIDE APPLICATION

Compatible with gates, 
intercoms, access control 
and automation systems.

DURABLE BUILD

Built for long-term stable 
operation in demanding 
conditions.

WIDE TEMP RANGE

Operates reliably in extreme 
temperatures from -40°C to 
+80°C.

INPUT VERSATILITY

Supports both AC and 
DC input sources.

IP68 WATERPROOF

Fully waterproof design 
suitable for harsh 
outdoor environments.

RELATED PRODUCT 
CODES

All Palgate Devices

POWER STABILITY

Ensures stable output 
for sensitive devices.

SAFETY PROTECTION

Over-current, overheat & 
reverse polarity protection.

OUTDOOR READY

IP68 waterproof design 
for all weather conditions.

SYSTEM COMPATIBILITY

Ideal for gates, intercoms 
& automation systems.



PALGATE CONDITIONER
PAL-COND-CONVERTOR24

PRODUCT SPECIFICATIONS

The PAL-COND-CONVERTOR24 is a compact and efficient power 
conditioner designed to convert and stabilise 24V input to a clean 12VDC 
output. It ensures reliable performance by filtering unstable or fluctuating 
power sources. With high conversion efficiency, it delivers consistent 
power for sensitive access control devices.

Device Type AC/DC Power Conditioner 

Input Voltage Range 32–56VAC / 30–78VDC

Output Voltage 24VDC

Output Current 1.5 Amps

Conversion Efficiency Up to 95%

Operating Temperature -40°C to +80°C

Dimensions 49 × 32 × 18 mm
SYSTEM CAPABILITIES

Application Use Gates, intercoms, electric locks, CCTV, 
door controllers

Compatibility Works with AC or DC input sources

Protection Features Reverse polarity, over-current/ 
temperature, circuit protection

FEATURES & MANAGEMENT

Voltage Conditioning YES

Waterproof Rating IP68

Cooling Method Free air convection

Power Stabilisation YES

RELAY & SWITCH

Output Type Single DC Output

Voltage Stability Function YES

HIGH EFFICIENCY

Up to 95% conversion 
efficiency.

VOLTAGE CONDITIONING

Filters unstable or fluctuating 
power sources.

PROTECTION

Built-in protection against 
over-current, overheating, 
and reverse polarity.

STABLE OUTPUT

Provides clean and stable 
12VDC output for sensitive 
devices.

EASY INSTALLATION

Compact size with simple 
wiring for quick setup.

WIDE APPLICATION

Compatible with gates, 
intercoms, access control 
and automation systems.

DURABLE BUILD

Built for long-term stable 
operation in demanding 
conditions.

WIDE TEMP RANGE

Operates reliably in extreme 
temperatures from -40°C to 
+80°C.

INPUT VERSATILITY

Supports both AC and 
DC input sources.

IP68 WATERPROOF

Fully waterproof design 
suitable for harsh 
outdoor environments.

RELATED PRODUCT 
CODES

All Palgate Devices

POWER STABILITY

Ensures stable output 
for sensitive devices.

SAFETY PROTECTION

Over-current, overheat & 
reverse polarity protection.

OUTDOOR READY

IP68 waterproof design 
for all weather conditions.

SYSTEM COMPATIBILITY

Ideal for gates, intercoms 
& automation systems.
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