
ROX
MIDDLE RANGE RFID READER



UHF RFID READER
IPX-MR-RFID

PRODUCT SPECIFICATIONS

It uses UHF technology to read compatible RFID cards and stickers 
automatically within a stable distance of 1–5 metres.

The reader supports ISO18000-6B or ISO18000-6C (EPC GEN2) and 
provides multiple interface options including RS485, RS232, Wiegand 26, 
Wiegand 34 and RJ45.

With IP65 waterproof protection and a wide operating temperature range, it is suitable for access control 
applications.

Middle Range UHF RFID Reader

Product Type Middle Range UHF Reader

Working Frequency Australian National standard 920–923MHz

Support Protocol ISO18000-6B, ISO18000-6C (EPC GEN2)

Working Way Automatically reading card at regular 
time, can set reading card way

Reading Distance 1–5m

Reading Sensitivity Dual polarisation reading

Reading Speed One label 64-bit ID number <6ms

Antenna Built-in circular polarisation 
antenna, gain 8dB / built-in linear 
polarisation antenna, gain 12dBi

Working Voltage DC +12V

Power 1W

Dimensions 232 × 232 × 55mm

INTERFACE

RS485 YES

RS232 YES

Wiegand 26 YES

Wiegand 34 YES

RJ45 YES

Status Indication Buzzer

ENVIRONMENT

Waterproof Rating IP65

Working Temperature -40°C to +65°C

Storage Temperature -45°C to +95°C

Working Humidity 20%–95%, non-condensing

UHF RFID

Supports ISO18000-6C 
(EPC Gen2).

1–5M READ RANGE

Stable reading distance 
from 1 to 5 metres.

FAST READING

64-bit ID reading speed 
of less than 6ms.

DUAL POLARISATION

Supports dual polarisation 
reading.

COMPATIBLE CREDENTIALS ACCESSORIES INCLUDED

ROX-SUHF-TAGS
SUHF Stickers

ROX-SUHF-CARDS
SUHF Cards


